1/4 

KING-SMITH et al. 
POU920000119US1 




2/4 

P0U920000119US1 



106 



110 



108 



OPERATING SYSTEM 



SOCKET 


SEND 
BUFFER 


RECEIVE 
BUFFER 



120 



122 



DEVICE 
DRIVER 



112 



ADAPTER 



TRANSMIT 
BUFFER 



124 



fig. 1B 



200-^Ss.^ NUMBER OF REMOTE SOCKETS TO BE OPENED 
NETWORK ADAPTER MAXIMUM SEGMENT SIZE 
CURRENT SOCKET SEND BUFFER SIZE 
206-^^ CURRENT SOCKET RECEIVE BUFFER SIZE 
CURRENT SOCKET MAXIMUM BUFFER LIMIT 
ADAPTER TRANSMIT LIMIT 



210- 



fig. ^ 



3/4 

P0U920000119US1 



( START ) 




302- 



SET SOCKET SEND 
BUFFER SIZE TO 
PREDETERMINED VALUE 



308 



312 




fig. 3 



4/4 

P0U920000119US1 



C START ) 



SET SOCKET SEND 
BUFFER SIZE ON ITS 
OWN LOCAL SOCKET 



400 



404 




408 



SET SOCKET RECEIVE BUFFER 
SIZE TO PREDETERMINED VALUE 




